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TABLETOP WRAP LABELER

Labeling speeds up to 50 PPM

Stepper driven indexing starwheel

Fully integrated stepper driven labeler

4 line 40 character operator interface makes
setups and product changeovers a snap

== Microprocessor controlled
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e Customized labelers available
and quoted upon request




OPERATION:
Round products are manually loaded onto the infeed

magazine. The indexing starwheel will remove one product
at a time from the infeed magazine with each indexin
motion. Once products have been captured by the starwheel,
they are indexed to the labeling station where a powered
ro||>e/;r spins the product as the label is applied. Labeled

roducts will then continue around the starwheel until they
Fa” onto the exit chute where they will fall into a collection
hopper (collection hopper or box is not included).

STANDARD FEATURES:

* RUGGED TOTALLY ENCLOSED ANODIZED ALUMINUM
CONSTRUCTION

* MICROPROCESSOR CONTROLLED
* ONE CUSTOM MACHINED SET OF STARWHEELS

e ADJUSTABLE INFEED MAGAZINE ACCOMMODATES A
WIDE VARIETY OF CYLINDRICAL PRODUCTS

OPTIONS:

¢ ADDITIONAL STARWHEELS

* HOT STAMP IMPRINTERS

* LOOSE LOOP INTEGRATION WITH THERMAL PRINTERS
e CLEAR LABEL SENSING

¢ 16” DIAMETER LABEL ROLL CAPACITY

SPECIFICATIONS:

ACTUAL LABELING RATE:
Up to 50 ppm (dependent upon product and label sizes)

LABEL DISPENSE SPEED:
225 - 330 IPM

LABEL DIMENSIONS:

Maximum width: ~ 5.000”
Minimum width: .500”
Maximum length: ~ 8.000”
Minimum length: ~ .500”

ROLL CAPACITY: 120D 3" ID
Optional: 16” OD 3" ID

LABEL SENSING: Photoelectric

PRODUCT DIMENSIONS:
Maximum diameter: 2.500”

Minimum diameter: .313"
Maximum length: ~ 6.000”
Minimum length: 750"
UTILITIES:

120VAC 7 amps 50-60Hz
Air: 80 PSI 2 CFM

APPROX. CRATED SHIPPING WEIGHT: 250 |bs.

APPROX. LABELER DIMENSIONS:
40.000” height
48.000” width
25.000” depth
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Distributed By:

MPI Label Systems
450 Courtney Rd.
Sebring, OH 44672
Ph: 800.837.2134
www.mpilabels.com
info@mpilabels.com
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Designers and Manufacturers of
Pressure Sensitive Labeling Equipment
and Custom Product Handling

1318 Quaker Circle ¢ P.O. Box 589 ¢ Salem, Ohio 44460
Phone: (330) 332-1800 * Fax: (330) 332-2144
www.ctmint.com
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