


Features:

e Controls Integrated With Walco Systems Transport Bases or Stand Alone
e Variable Speed Transport

e 3" Seamless Adjustable Belts

e Shingling End Cap With Cutout

e Adjustable Height 29.5” to 33.5”

e Durable Powder Coat Finish

e 4 Castor Mobility

e Non Skid Leveling Screws

e Heavy duty Gear Drive Motor

Options:
e Striaght Away Delivery Kit
e Stand Alone Drive Motor Control

Specifications:

1200VSC

Physical: 10ftL x 15.5"W x 29.5-33.5" H
Drive: Heavy Duty Gear Motor

Belting: 2 - 3" Seamless Belts

960VSC

Physical: 8ftL x 15.5"W x 29.5-33.5" H
Drive: Heavy Duty Gear Motor

Belting: 2 - 3" Seamless Belts

720VSC

Physical: 6ftL x 15.5"W x 29.5-33.5" H
Drive: Heavy Duty Gear Motor

Belting: 2 - 3" Seamless Belts

480VSC

Physical: 4ftL x 15.5"W x 29.5-33.5" H
Drive: Heavy Duty Gear Motor

Belting: 2 - 3" Seamless Belts

All Specifications Subject To Change Without Notice MESSREESA

Walco Systems LLC

1431-B Lear Industrial Pkwy
Avon, Ohio 44011

440.937.0909 440.937.0910 (fax)
www.walcosystems.com
email: info@walcosystems.com

Authorized Walco Systems LLC Distributor

MPI Label Systems
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